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JAARTBL – JA Direct Tex Artist Backlite 
 

Angaben zu Trocknungszeiten und maximaler Tintenaufnahme kann aufgrund der Vielzahl von Kombinationen aus Printern, Tinten, Auflösungen und Druckqualitäten 

nicht gegeben  werden. Wegen der großen Anzahl möglicher Einflüsse bei der Verarbeitung und Anwendung der o.g. Materialien, auf die wir keinen Einfluss haben, 

sind Eigentests vom Verwender selbst durchzuführen. Eine rechtlich verbindliche Zusicherung bestimmter Eigenschaften kann aus unseren Angaben nicht abgeleitet 

werden. Jede über die Produktgewährleistung bis zur Höhe des Produktwertes hinausgehende Haftung und Gewährleistung, sowie Schadenersatzansprüche sind 

ausgeschlossen. 
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General Information 
 JA ARTIST Direct Tex Backlite is a 250g / m² textile made of 100% polyester. 
 Dye sublimation (direct and transfer printing), UV, latex printing. 
 Can be used very versatile 
 Sunscreens, Presentations, Backlit Diplays or Textile Applications 
 
 
Areas of application 
 Backlit 
 Exhibition 
 Projection 
 Display systems 
 Roll-Up Display systems 
 
 
Features 
 B-s1, d0 fire rating 
 ICC-Profile 
 Hot cut 
 Iltrasonic-cut 

 
 
 
 

Technical details 

Material: 100% PES         DIN ISO 2076 
Weight: app. 250g/m²  DIN EN ISO 2286-2 
Binding: warp rip weave 
Selvedge: loose selvedge 
 
Finishing: ink-jet coating 
Fire Classification: B-s1, d0     DIN EN 13501-1  
 
Roll widths: 103, 137, 155, 252, 310, 505cm  DIN EN ISO 2286-1 
Roll lengths : 50m 
 


